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Smart Series




Tips & Tricks @ -

~A
1. Downpipe Point Calculation 2. Extension of Roof
Downpipe Dog\/of;ﬂpe

Point
Deluxe: 7-8 cm. length

Smart: 8-10 cm. length

For every 12 m.
of eaves length,
there must be

1 downpipe point

\

®
%

N

Roof Area ~ 150-200 m?2

For every 50 m20of pownpipe
roof area, there Point
must be 1
downpipe point.

For Angled Eaves

4, Gutter welding Materials For Intallation Rain Gutter Smart Series

Deluxe Smart
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Use white silicone Use high-viscosity solvent cement



How to install
SCG Vinyl
Rain Gutter

A 12 c Himasss e ltee—— 2 [C
' : ! :
1000 cm. 1000 cm. 1000 cm. 1000 cm.
Set the slope level of the rain gutter at 2:1000 cm. Set the slope level of the rain gutter at 2:1000 cm.
30 cm.
60 cm.
60 cm.
Install the gutter hangers on the eaves of the house by keeping the Install the gutter hangers on the eaves of the house by keeping the

first hanger not more than 20 cm away from the eaves corner, first hanger not more than 30 cm away from the eaves corner,
and the rest not more than 60 cm from each other on average. and the rest not more than 60 cm from each other on average.

Install the rain gutter with the gutter hangers into the locks. he locks.
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Rain Gutter

Drop Outlet

Install the drop outlet to the rain gutter. Install the drop outlet to the rain gutter.
The drop outlet must be in the center of the hangers at a distance The drop outlet must be in the center of the hangers at a distance
not more than 45 cm. not more than 40 cm.

How to install SCG Vinyl Downspout
Round

Not more than
10cm.

House Wall

N-Downspout Clip

Downspout \- Downspout

Clip

Install the downspout along the house wall by having a gap between
the first downspout clip and the elbow not more than 10 cm. The distance
for the next clip must not exceed 1 m.



How to install

SCG Vinyl
Balcony Downspout

A: Installing with balcony outlets

SCG Balcony Downspout can support a 2" sized round pipe with

maximum length of 2.5-10 cm. If longer, consider cutting off the

excess length.
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_ B: Installing with a downpipe or a rain chain

Product Dimension

18cm.
e
: / Compatible with rainwater downpipes with 2.5" long diameter.
_I&:m. 15.5cm. e It can also be used with SCG Vinyl Rain Chains.

Equipment for Installation

1. Electric drill with screwdriver bits

2. Tape measure

3. Hacksaw

4. Chalk line reel

For measurement, cover the balcony e Add silicone sealant accordingly to the
outlet with the product, then drill two blue line

wholes and insert plastic anchors.

5. SCG Solvent Cement (High Pressure)

(In case of installing with a downpipe)
6. Plastic anchor No.7
7. Slotted Mushroom Screw 1.5 "
8. Silicone sealant
9. Pencil

10. Scaffolding or ladder
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e Drive two of 1.5” sized screws o Install a 2.5” sized downpipe or a rain
chain
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